
YSI 556 MPS
Set-up, Operation & Calibration



YSI 556 MPS

The YSI 556 is just one of the instruments included in the 

Environment Agency UK Framework agreement.

The YSI 556 is a field rugged and reliable Multi-Probe System that 

combines the versatility of an easy-to-use, easy-to-read handheld 

unit with all the functionality of a multi-parameter system.

Featuring a waterproof (IP67), impact resistant case, the YSI 556 

simultaneously measures dissolved oxygen, conductivity, 

temperature, pH and ORP (Redox).

Conforms to GLP standards to help ensure quality control.

Standard RS232 interface to Ecowatch for Windows. Capable of 

storing 49,000 data sets.



Rugged Probe Guard

Field rugged case, 

waterproof to IP67

Field replaceable 

electrodes

Standard RS232, 

compatible with Ecowatch 

for WindowsÊ

DO cap 

membranes

Three-year meter warranty

Stores 49,000 data sets, 

time and date stamped

Simultaneous display 

of all data

YSI 556 Key Features



Optional Features

Optional internal barometer (user calibrated and displayed 

along with other data, used in dissolved oxygen calibrations, 

and logged to memory for tracking changes in barometric 

pressure.

5083 Optional flow cell

6094 Rechargeable battery back kit

5085 Hand-free harness

616 Cigarette lighter charger kit

6081 Large carrying case, hard-sided

5065 Form fitted carrying case



YSI 556 MPS

SET-UP



Inserting 4 C Batteries

ÅLoosen the four screws in the 

battery lid.

ÅRemove the battery lid.

ÅInsert four C batteries between the 

clips following the polarity (+ and -) 

labels on the bottom of the battery 

compartment.

ÅCheck gasket for proper placement 

on the battery lid.

ÅReplace the battery lid and tighten 

the screws.

Typical battery life is 180 hours



Inserting Rechargeable Battery 

Pack
ÅLoosen the four screws in the 

battery lid on the back of the 

instrument using any screwdriver. 

ÅRemove the C battery lid and store 

for future use. Remove C batteries, 

if installed.

ÅCheck for proper placement of 

gasket on the rechargeable battery 

pack and lid. 

ÅInstall the rechargeable battery 

pack and lid and tighten the 4 

screws securely and evenly

Typical battery life is 50 hours


